
Cross Reference        

Kit Nr:      K8026 K8028 K8029 K8037 K8038 K8064 K8068 

 ModuleVersion NO VM101 NO NO NO NO NO 

 Maximum Power @ 230V 750W  600W 400W 350W 1KW ! 750W 300W 

 Maximum Power @ 110V 375W 300W 200W 175W 500W 375W 150W 

 Incandecent lightbulbs  ☺ ☺ ☺ ☺ ☺ ☺ ☺ 
 ex. E14,E27,… (*)               

 High Voltage halogen ☺ ☺ ☺ ☺ ☺ ☺ ☺ 
 ex. E27,GU10 @ 110/240V               

 Low voltage halogen   ☺   ☺ ☺ ☺   

 wirewound transfo. ex:MRx               

 Low voltage halogen             ☺ 
 electronic transfo. ex:MRx               

 Needs K8006 base system     ☺ ☺     ☺ 

 Stand alone operation ☺ ☺     ☺ ☺   

 Potentiometer controlled ☺             

 Pushbutton controlled   ☺ ☺ ☺ ☺   ☺ 

 Controlable by external unit   SWITCH       0...10V DC   

 SLOW ON/OFF function   ☺ ☺         

 SOFT START function   ☺   ☺ ☺   ☺ 

 Status control LED(s)   ☺ ☺ ☺ ☺ ☺ ☺ 

 Load failure detection   ☺   ☺ ☺ ☺   

 Replacement from prev. kit K5001 K2657   K8007 K8024 K8003   

        

* TL / ENERGY SAVING LAMPS ARE NOT YET SUPPORTED      

Velleman Dimmer selection 


